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SWIT Studio

The Image Gains a Soul.

s, where you will discover how

SWIT's lighting solutions have transformed ordi o extraordinary experiences. Whether you are a seasoned

professional or a budding talent, we hope these cases will inspire and guide you in your own creative endeavors.



I Lighting Diagram
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Equipment List
Item Model Specs Qty LA-R480
Panel Light CL-100D 100W 2:1 Bi-color LED 29 24 Xsliders, Page A/B expand to 48-ch
FresnelLight | FL-C100D | 100W 12°-26°Bi-color LED 10 6 Group sliders & 1 X Master slider
Up to 4 units serial connection
DMX Console LA-R480 48-ch DMX Console 1 LCD display DMX values
2 . . . Ceiling Hook GA-DGT5 75kg load 39
CASE[D 131m? College Multi-Scenes Media Studio Pantograph | GAPT20P | 0.5-2meters 39

@ CASE [0 1/4 131m? College Multi-Scenes Media Studio 131m? College Multi-Scenes Media Studio 2\ 4 CASE [0 (02]




I Design Rendering » \’.A
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space for the suspension and adjustment of lighting equipment, preventing light shadows from being cast onto the
performance area; the studio may offer greater flexibility in certain specific multi-camera switching scenarios.

4 |nstallation

131m? College Multi-Scenes Media Studio 131m? College Multi-Scenes Media Studio 4 \ 4 CASE m @




Lighting Diagram
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4930,nm
Equipment List
Item Model Specs Qty
Panel Light CL-100D 100W 2:1 Bi-color LED 33
Fresnel Light FL-C100D 100W 12°-26° Bi-color LED 8 LA-R480
DMX Console LA-R480 48-ch DMX Console 24 X sliders, Page A/B expand to 48-ch
Ceiling Hook GA-DG75 75kg load 41 6 X Group Sll(fiel’s &AlxMaster_shder
Up to 4 units serial connection
Pantograph GA-PT20P 0.5-2 meters 41 LCD display DMX values

CASE(F 143m? TV Station News Broadcasting Center

(05) CASE (B 1/4 143m? TV Station News Broadcasting Center 143m? TV Station News Broadcasting Center 2\ 4 CASE (06)
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s studio is also adjustable. O lighting eam can quiekly adjust the lighting parameters according to different scene requirements, ¥

ghting effects are always at their br live'broadcasts or recorded programs g \

143m?* TV Station News Broadcasting Center 143m?* TV Station News Broadcasting Center 4 \ 4 CASE m @
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CASE([B 91m? College Lecture Recording Studio

91m? College Lecture Recording Studio

Lighting Diagram
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Equipment List
Item Model Specs Qty
Panel Light CL-120D 120W 2:1 Bi-color LED 24
Fresnel Light S-2320 160W 12°-26° Bi-color LED 10
DMX Console LA-R480 48-ch DMX Console 1
Ceiling Hook GA-DGT5 75kg load 34
Pantograph GA-PT20P 0.5-2 meters 14

The Panel Light

CL-120D
3700Lux @ 1meter
2700K-6500K, DMX512
CRI 98, TLCI 99

The Fresnel Light

S-2320
20°-70° Spot/Flood adjustable
5000Lux @ 3m spot
3000K-8000K, DMX512
CRI Ra 95, TLCI 95

The DMX Console

LA-R480
24 X sliders, Page A/B expand to 48-ch
6 X Group sliders & 1 X Master slider
Up to 4 units serial connection
LCD display DMX values

2\ 4 CASE 03 (10)
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' Completed Pics
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The lighting in the teaching stud.-fgcreaigs_;a bright and clear leéming environment for us. Whether it's the teacher's brilliant
explanation at the podium-or the display of teaching aids and blackboard writing, everything is clearly visible under the

appropriate lighting. The precisely adjusted light intensity is neither too glaring to cause discomfort nor too dim to affect
visual effects, ensuring that every detail can be clearly captured.

The lighting technician, often referredito as the "lighting magician” of the
studio, controls the entire studio's lighting effects.with theirsuperb-profes=
sional skills and keen artistic perception.

91m? College Lecture Recording Studio 91m? College Lecture Recording Studio 4 \ 4 CASE m @




I Lighting Diagram
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The DMX Console

Equipment List
Item Model Specs Qty LA-R480
Panel Light CL-100D 100W 2:1 Bi-color LED 27 24X sliders, Page A/B expand to 48-ch
Fresnel Light $-2320 160W 12°-26° Bi-color LED 14 GGl el B N Sl 37
Up to 4 units serial connection
DMX Console LA-R480 48-ch DMX Console 2 e e i
2 Ceiling Hook GA-DGT75 75kg load 41
CASE[ 75m? Press Conference Room rantocrann | oapTzor |05 2 meter >

® CASE 1/4 75m? Press Conference Room 75m? Press Conference Room 2\ 4 CASE @



Completed Pics »

Meticulosus tuning work involves adjusting the intensity, color temperature, angle,
High-quality professional lighting fixtures boast excellent color rendering, stabili ljustability, CaPaBIe of ' ' ' e2earreh = = ‘\ 3 s andiBEISRpEameters of the lighting Lt A N /i v
meeting the needs of various types of programs. We strictly follow constructiom/specifications for wiring, |nstallmh = 9 | : ' cond.uct mult|ple Seiigiand opt!m|zat|ons MUY T =G R e
lighting fixtures, and other related tasks to ensure the quality and Safety-ofithe construction. [ | i best inuaiouspiagigicenarios.

@ CASE 3 /ll 75m? Press Conference Room 75m? Press Conference Room
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CASE [13 80m? Multi-Scenes Media Center

80m? Multi-Scenes Media Center
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The Panel Light

CL-120D
3700Lux @ 1meter
2700K-6500K, DMX512
CRI 98, TLCI 99

The Fresnel Light
160W

Control room

S-2320
20°-70° Spot/Flood adjustable
5000Lux @ 3m spot
3000K-8000K, DMX512
CRI Ra 95, TLCI 95

The DMX Console

Equipment List
LA-R960
Item Model Specs Qty 48X sliders, Page A/B expand to 96-ch
Panel Light CL-120D 120W 2:1 Bi-color LED 32 LNl e Lk s R
3 : LCD display DMX values

Fresnel Light S-2320 160W 20°-70° Bi-color LED 10

DMX Console LA-R960 96-ch DMX Console 1

Ceiling Hook GA-DGT5 75kg load 42

Pantograph GA-PT30P 0.6 - 3 meters 42

2\ 4 CASE 05] (18]



Photos

The main purpose of a render is to better understand the appearance, ambiance, and functionality
of a project, while assisting designers and clients in better communication and collaboration.
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The professional construction team carefully crafts every detail, and every corner showcases their expert craftsmanship and finesse,
The lighting designer personally arrives at the.scene to provide meticulous guidance . resulting in breathtakingly perfect end results.
on the work to ensure that every lighting effect is flawless < Installation

@ CASE m 3/4 80m? Multi-Scenes Media Center 80m? Multi-Scenes Media Center 4\ &4 CASE m @




Lighting Diagram
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The DMX Console

Equipment List
Item Model Specs Qty LA-R480
Panel Light CL-120D 120W 2:1 Bi-color LED 14 24 Xsliders, Page A/B expand to 48-ch
. 6 2 mo o 6 X Group sliders & 1 X Master slider
Fresnel Light S-2320 160W 20°-70° Bi-color LED 2 R . .
Up to 4 units serial connection
DMX Console LA-R480 48-ch DMX Console 1 LCD display DMX values
Ceiling Hook GA-DGT5 75kg load 16
2 c . c
CASE[ 42m? Chroma Keying Virtual Studio Pantograph | GAPT20P | 0.6-2 meters 6

@ CASE m 1/4 42m? Chroma Keying Virtual Studio 42m? Chroma Keying Virtual Studio 2\ 4 CASE m @




Design Rendering

technical expert

Studio lighting comes with various
control methods such as intelligent
control and remote control, which
facilitate users to adjust and control
according to different needs

< Lighting Adjustment

42m? Chroma Keying Virtual Studio 42m? Chroma Keying Virtual Studio




63m? Chroma Keying Virtual Studio
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Equipment List

Item Model Specs Qty

Panel Light CL-120D 120W 2:1 Bi-color LED 20

Fresnel Light S-2320 160W 20°-70° Bi-color LED

DMX Console LA-R480 48-ch DMX Console

Ceiling Hook GA-DGT5 75kg load 26

Pantograph GA-PT20P 0.5 -2 meters 12
m?2 Chroma Keying Virtual Studio

Lighting Diagram

The Panel Light

CL-120D
3700Lux @ 1meter
2700K-6500K, DMX512
CRI 98, TLCI 99

The Fresnel Light

S-2320
20°-70° Spot/Flood adjustable
5000Lux @ 3m spot
3000K-8000K, DMX512
CRI Ra 95, TLCI 95

The DMX Console

LA-R480
24 Xsliders, Page A/B expand to 48-ch
6 X Group sliders & 1 X Master slider
Up to 4 units serial connection
LCD display DMX values

214\



Detail »

Using a spotlight as a
backlight source can
enhance the depth and
three-dimensionality of
the image, making it
more realistic.

Photos

Users can easily adjust parameters
such as light brightness and color
temperature to adapt to different
shooting needs

Studio panel lights are characterized by their small size, lightweight, high energy efficiency,
and soft and uniform illumination

63m? Chroma Keying Virtual Studio




Lighting Diagram
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The DMX Console

Equipment List
Item Model Specs Qty
Panel Light CL-120D 120W 2:1 Bi-color LED 20
Fresnel Light S-2320 160W 20°-70° Bi-color LED 8
LA-R960
DMX Console LA-R960 96-ch DMX Console 1 48 sliders, Page A/B expand to 96-ch
Ceiling Hook GA-DGT5 75kg load 28 12 X Group sliders & 1 X Master slider
Pantograph GA-PT20P | 0.5-2meters 14 LCD display DMX values

CASE [l] 100m?2 Media Center of TV Station

(29 CASE B 1/4 100m? Media Center of TV Station 100m? Media Center of TV Station 2\ 4 (o:X> = 03] 30]




Design Rendering Photos »
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Under the soft light, the studio is filled with a warm and cozy atmosphere, allowing the host
and guests to naturally display their charm.

= i N\

The lighting in the studio is arranged in a soft and warm way, like the sunshine falling on
the body, making people feel comfortable and at ease.

As a professional lighting controlisystemy the'lamp console hasthe
advantages of easy operation, good'stability, strong scalability,providing
more stable, reliable, and flexible lighting control support.

100m* Media Center of TV Station 100m* Media Center of TV Station 4\ 4 (o7.Y{ = 08| 32]

<« Installation




& CASE [@ 1/4

CASE [T) 80m? Multi-Scenes Broadcast Studio

80m?* Multi-Scenes Broadcast Studio
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Equipment List
Item Model Specs Qty
Panel Light CL-100D 100W 2:1 Bi-color LED 23
Fresnel Light FL-C100D 100W 12°-26° Bi-color LED 10
DMX Console LA-R240 24-ch DMX Console 2
Ceiling Hook GA-DGT5 75kg load 33
Pantograph GA-PT20P 0.5-2 meters 12

80m* Multi-Scenes Broadcast Studio

Lighting
Diagram

The Panel Light
100W

CL-100D
3300Lux @ 1meter
2700K-6500K, DMX512
CRIRa 97, TLCI99

The Fresnel Light
100W

FL-C100D
12-26° Spot/Flood adjustable
55,000Lux@1m
2700K-6500K, DMX512
CRIRa 97, TLCI 99

The DMX Console

LA-R240
24 X channel sliders
6 X Group sliders & 1 X Master slider
Up to 4 units serial connection
LCD display DMX values

2\ 4 CASE 09) 34)



Installation »

The combination of spotlights and flat lights is like the integration of dots and
lines in a painting, highlighting the focal points, showcasing the spreading
effects, and complementing each other to create a harmonious and aesthetic
environment.

1 ¢ W W N =

Professional constrlic with rich experience and skilled techniques adheres|to
specifications and guarantees the quality.

Y Ei:E CT R I C Studio electric hinges have multiple advantages such as convenient
Under thedight, e c4mErerlensicaptures all the details operation, high precision, smooth operation, high safety, low noise, and
and colors of the picture, including the Stibtle texture of convenient maintenance, making them one of the indispensable and
the characters' expressions and scenery. H I N G E S important equipment in modern studios.

@ CASE m 3/4 80m* Multi-Scenes Broadcast Studio 80m?* Multi-Scenes Broadcast Studio 4\ 4 CASE m @




57 CASE [ 1/4

CASE M 250m? Multi-Scenes Media Center

250m?* Multi-Scenes Media Center

Lighting Diagram
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Item

Model Specs Qty

Panel Light

CL-100D 100W 2:1 Bi-color LED 69

Fresnel Light

FL-C100D 100W 12°-26° Bi-color LED 23

DMX Console

LA-R960 96-ch DMX Console 1

Ceiling Hook

GA-DGT5 75kg load 92

Pantograph

GA-PT20P 0.5-2 meters 73

The Panel Light

CL-100D
3300Lux @ 1meter
2700K-6500K, DMX512
CRIRa 97, TLCI 99

The Fresnel Light
100W

FL-C100D
12-26° Spot/Flood adjustable
55,000Lux@1m
2700K-6500K, DMX512
CRIRa 97, TLCI 99

The DMX Console

LA-R960
48 X sliders, Page A/B expand to 96-ch
12 X Group sliders & 1 X Master slider
LCD display DMX values

2\ 4 CASE 10} 38}



Multi-Scene ‘ | Photos »

BEAUTY

The studio lighting is uniformly arranged, as if performing%é%ymphony. Each larﬁp
is positioned just right to create a beatitifal pattern of light af’}fgl shadow, filling the entire

e

Scene @ — S L— studio with harmony and beauty. T

@ CASE m 3/4 Multi-Scenes Media Center 250m? Multi-Scenes Media Center 4\ & CASE m @
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CASE [ 120m? Daily News XR Broadcast Studio

120m?* Daily News XR Broadcast Studio

Lighting Diagram

14,100mm =|

odel:HLC Hc del:FLc
%ﬂvm@u /Mmmhgm %mmhm! I
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M |
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Model:Cl-1000 Model:CL{100D M ]
Backgroynd Light Background Light Bpckground Light

N it e Koy g i e
Ny NEmmy N\EEmmy N\Emmy
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1pdel:CL-100D K

del:CL-1 qdel:CL-100D 00
Key light Key light Key light

[
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Control Room
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Room
A

120m?* Daily News XR Broadcast Studio

Model|CL-1000 Modgl:CL-100D
SR eytgne Keylighe M
Mpdel:CL{100D Model:CL-100D
Key light Key light

| Pir

Jodet{FL-C100D foddl:CL-100 Model:CL-100D
m light Fill light/Key light Fill light/Key light]

S 1N
Model:CL-100D Model:CL-100D
Head fight Filttight
XR AREA I@ E]
;;ckgr;uyud li‘gm ‘Model:CL-100D

loddl: CL-1000 Badkground light

L fEmm A N e L

Model:CL-100D Mode:CL-100D Model:CL-100D
Head light Headlight Filllight @

S JEm JE

Modél:CL-100D Model:CL-100D Model:CL-100D
Key light/ Fill light Key light Key light

Model: CL-100D

lodel{FL-C100D

im light =
lodgl:CL-1007 Model:CL-100D
Filtlight / Coben
Model:FL-C100D Mqdel:FL-¢100D — T = S
Rim light Rim light / oflel:FL-CE60D__| Model: FLET00D Model:FL-C100D
Rim light Rim light Rim light

Equipment List
Item Model Specs Qty
Panel Light CL-100D 100W 2:1 Bi-color LED 32
Fresnel Light FL-C100D 100W 12°-26° Bi-color LED 10
DMX Console LA-R480 48-ch DMX Console 1
Ceiling Hook GA-DGT5 75kg load 42
Pantograph GA-PT20P 0.5-2 meters 17

The Panel Light

CL-100D
3300Lux @ 1meter
2700K-6500K, DMX512
CRIRa 97, TLCI 99

The Fresnel Light
100W

FL-C100D
12-26° Spot/Flood adjustable
55,000Lux@1m
2700K-6500K, DMX512
CRIRa 97, TLCI 99

The DMX Console

LA-R480
24 X sliders, Page A/B expand to 48-ch
6 X Group sliders & 1 X Master slider
Up to 4 units serial connection
LCD display DMX values

2\ 4 ‘ﬁ!"- @



Installation

.—/‘:_'_‘
Lighting hinges are convenient for adjusting the lights, and . Inside the green box, light falls uniformly, without shadow and deadangle,
U N I Fo R M L and the keying effect is excellent. Every frame of the picture shows the

their adjustable mechani allows people to
easily change thed jorrand height of the lighting, WILNOUL SNadow ultimate effect, details are gently taken care of, clear and vivid.

The bright lighting makes people feel full of engfgy, like a warm force surging c 0 N FI D E N ' E

from their depths. This feeling of pleasure can empower individuals to exude

confidence in front of the camera, revealing their best self. revealing their best self

120m? Daily News XR Broadcast Studio 120m? Daily News XR Broadcast Studio 4\ 4 CASE m @




8,400mm

A

The Panel Light

| ] | ] | ]
L|ght|ng D|agram >

Backgrpund light  Background light Background light  Background light
del:$-2320 Model:S2320

im light Rim ligh

NEEEY N\mmmy \mmmg N\Immy \mmmg Nmmmms

Model:PL-S1S0D  Model:PLS1S0D  Modél:PL-S150D Model:PLiS150D Model:PL-S150D  Model:PL-S150D
i i light light light light

tual Zone PL-S150D

5,500Lux @1 meter
FFRTTATL Gl [P 2700-6500K, DMX512
CRI97, TLCI 98

Model:PLS150D K:;iiilé:l;-slﬁ(m z:;ia:PL»SlSOD McdeA; I;SlSOD x:;ia\;:l;slSOD Motlel:PL-S150D
Fill light Filllight

[T

The Fresnel Light

T

I |
:pL-

Model:PL-S150D  Model:PL-5150D Model:PL-S150D  Model:PL-S150D ",Aifldﬁéhf S1500

Model:PLS150D Ky light Key light Key light Key light

Fill light

CACA
I I

S-2320

TV set U U U Control
20°-70° Spot/Flood adjustable
000K.E000K, DMYS12

CRI Ra 95, TLCI 95

Projection Screen The DMX Console

Equipment List
. . . . Item Model Specs Qty
2
CASE[B 78m? University Virtual Studio TR RSt Iy » LA-R480
BT LY ~ ol BIHEoeI 24 xsliders, Page A/B expand to 48-ch
Fresnel Light S-2320 160W 12°-26° Bi-color LED 2 6X Group sliders & 1X Master slider
DMX Console LA-R480 48-ch DMX Console 1 Up to 4 units serial connection
™ LCD display DMX values

Ceiling Hook GA-DGT5 T5kg load 26

78m?* University Virtual Studio 78m? University Virtual Studio 2 \ 4 CASE m @




I Design Rendering » , V{?{@;eﬁ‘tatio~ >

Decoration

The final completion effect has achieved a 100% accurate reproduction of the design drawings. The virtual production area is painted with

ROSCO5711 professional chroma key paint, which is known for its precise color, high color saturation, ultra-matte finish, high flatness,
long-lasting durability without fading, easy to clean, and environmentally safe.



2.8m Low Ceiling Studio V¥

College Virtual Studio v
Higher College of Technology, Abu Dhabi

The SWIT 1X0.5' Mini 100W CL-M100D is a Panel Light specifically designed for lighting in

low-ceilinged studio spaces under 3 meters.

el TR

<

Lecture Recording Studio

Qingdao Agricultural University College Virtual Studio A

Ramkhamhaeng University, Bangkok




Canon Europe Ltd

West London

Professional equipment manufacturer Canon established its
new European headquarters in West London, which houses
multiple photo, video, and broadcast studios. All of these
studios have been equipped with SWIT's professional panel

and spotlight lighting products.

.

Promosound Studio

Emmen

Promosound Studio is a versatile hybrid studio built by
SWIT's partner, Controllux. It features 44 units of SWIT's

< compact Studio LED lights installed in the ceiling. These
bright, soft, and noiseless lights are discreetly concealed in

the ceiling, making them particularly suitable for studios
with low ceilings.

4

TRUE Broadcast Studio Chulalongkorn University Studio Chiang Mai University Studio
Bangkok, Thailand Bangkok, Thailand Chiang Mai, Thailand

b3



AVEX Studio

Breukelen

Partner Controllux built three studios for AVEX Studio in the
Netherlands. These include two mixed talk show studios and
a green screen studio. All built by SWIT professional lighting

products.

Citywire UK

London

British partner Croga Studio builds this flexible studio, which
is versatile and allows custom lighting hues in the light-boxes
and desk. Remote live interviews are made easy with the
video wall and this allows Citywire’ s programming to be
agile and innovative. All lighting products provided by SWIT.

Sony Music Entertainment

London

This is a C-shaped cyclorama cove for Sony Music
Entertainment's new headquarters in King's Cross in
London. The application of SWIT lighting allows both
video production and photo shooting to be
completed at any angle.

Happy Hour Podcast - JaackMaate

London

Jaack Mate's Happy Hour Podcast, YouTube's finest
comedy podcast. The SWIT panel lights, with its
incredibly soft lighting, ensures a perfect 4K
livestreaming experience.




CL-100D

Bi-color Panel Lights Specs

CL-M100D

CL-100D

CL-M100D

PL-S150D

PL-S150D

PL-S300D

PL-S300D

PL-S300H

PL-S300H

LED 1440pcs SMD LEDs 576pcs SMD LEDs 1152pcs SMD LEDs 1200pcs SMD LEDs 280pcs SMD LEDs
Luminance 3300Lux @ 1m 3400Lux @ 1m 5500Lux @ 1m 10,000Lux @ 1m 47,000Lux @ 1m
Beam angle Half-peak 65° Half-peak 62° Half-peak 64° Half-peak 64° Half-peak 45°

Color temperature

2700K-6500K

2700K-6500K

2700K-6500K

2700K-6500K

2700K-6500K

Color Rendering

CRI97; TLCI 99; SSI(D55) 75

CRI98; TLCI 99; SSI(D55) 73

CRI 97; TLCI 99; SSI(D55) 73

CRI98; TLCI 99; SSI(D55) 75

CRI 96; TLCI 99; SSI(D55) 75

DMX

5-pin XLR DMX in&out

5-pin XLR DMX in&out

5-pin XLR DMX in&out

5-pin XLR DMX in&out

5-pin XLR DMX in&out

Power

100W

100W

150W

300W

300W

Input voltage

PowerCON Truel in&out

AC100V-240V 50/60Hz

AC100V-240V 50/60Hz

PowerCON Truel in&out

4-pin XLRDC 11-17V

3-pin XLRDC 12 - 36V

AC100V-240V 50/60Hz

PowerCON Truel in&out

3-pin XLR DC 48V

AC100V-240V 50/60Hz

PowerCON Truel in&out

3-pin XLR DC 48V

Lighting area 435X195 mm 245X 146mm 484X242 mm 484 X242mm 484 X242mm
Dimension 480X 240X 87 mm 275X173X130mm 543X 301X58 mm 543X 301X 100mm 543X 301X 100mm
Weight 3.2kg 5.6kg 5.8kg 9.74kg 9.74kg

Model

RGB Panel Lights Specs

CL-M100C

CL-M100C

VANGO-100L

VANGO-100L

MONET-400

MONET- 400

MONET-700

MONET-700

LED

170pcs RGB + 340pcs W

180pcs RGB +300pcs W

392pcs RGB +392pcs W +392pcs W

784pcs RGB + 784pcs W + 784pcs W

Luminance

3000Lux @ 1m

1800Lux @ 1m

11500Lux @ 1m

20000Lux @ 1m

Beam angle

120° (62° half peak)

120° (65° half peak)

120° (65° half peak)

120° (65° half peak)

Color temperature

2800K-10000K

2800K-10000K

2800K-10000K

2800K-10000K

Color rendering

CRI96; TLCI 93

CRI96; TLCI 93

CRI 95; TLCI 95; SSI(D55) 75
TM-30 RF 96 RG 106

CRI 95; TLCI 95; SSI(D55) 75
TM-30 RF 96 RG 106

Control

5-pin XLR DMX512 in&out
Blueteeth APP

5-pin XLR DMX512 in&out
Blueteeth APP

5-pin XLR DMX512 in&out
Built-in CRMX Rx, Art-Net, Blueteeth APP

5-pin XLR DMX512 in&out
Built-in CRMX Rx, Art-Net, Blueteeth APP

Power

100w

100w

400W

T00W

Input voltage

AC100V-240V PowerCON Truel in&out

4pin XLR, DC 11V~34V IN

AC100V-240V PowerCON Truel in&out
3-pin XLRDC 48V in

AC100V-240V PowerCON Truel in&out
3-pin XLRDC 48V in

Lighting area 245X 146 mm 780X 104mm 298.85X316 mm 583.4X316 mm
Dimension 275X175X130mm 839X163X21mm 357X354X170mm 641X354X170mm
Weight 5.1kg 5.7kg 7.8kg 15.2kg




400W COB-LED

LED 60W COB-LED 100W COB-LED 200W COB-LED

Spot angle 15°-60° 12°-26° 15°-50° 15°-50°
E-motor Built-in No Optional install Optional install
Luminance 25,000Lux @ 1m (spot) 55,000Lux @ 1m (spot) 65,000Lux @ 1m (spot) 130,000Lux @ 1m (spot)

Color Temperature

2700K - 8000K

2700K - 6500K

2700K - 6500K

2700K - 6500K

Color Render

CRI95; TLCI 97

CRI97; TLCI 99; SSI(D55) 75

CRI97; TLCI 99; SSI(D55) 75

CRI97; TLCI 99; SSI(D55) 75

DMX

5-pin XLR DMX in

5-pin XLR DMX in&out

5-pin XLR DMX in&out

5-pin XLR DMX in&out

Power In & Out

4-pin XLR DC11-36V in

AC100V-240V 50/60Hz
PowerCON Truel in&out

AC100V-240V 50/60Hz
PowerCON Truel in&out

AC100V-240V 50/60Hz
PowerCON Truel in&out

Dimension

111X120X235mm

160X160X364mm

175X175X400mm

175X175X400mm

Weight

2.1kg

5.2kg

6.2kg

6.2kg

For SWIT Panel Light

2 control cups for pan and tilt
5/8" Baby Pin female &
1-1/8" Junior Pin Male

Pole Operated Yoke Applicable Lights
LA-POIO0 c-io0 ...
_LA-POMIOO ¢ C-mioo ...
LA-POSISO PL-5150D, PL-5300D, PL-5300H
LA-POM400 MONET-400

LA-POM700 MONET-700

ed Yoke Option

For SWIT Fresnel Light

2 control cups for pan and tilt
5/8" Baby Pin female &
1-1/8" Junior Pin Male

Pole Operated Yoke Applicable Lights
~LA-POC&O FL-cebd
~LA-POCIO FL-coob

LA-POC200 FL-C200D & FL-C400D



LA-R240

24-ch DMX512 Light Console

DMX Console

LA-R480

48-ch DMX512 Light Console

LA-R960

96-ch DMX512 Light Console

+ Standard DMX512 signal control with isolater

* 24xchannelsliders, 6x Group sliders, 1x Master slider

+ Upto4 units series connection, Max 96 channels control
+ Support flash control buttons for each slider

+ 5-pin XLR DMXin and loop out

+ 1x USB-A power output

+ PowerCON AC 88-256V wide input and loop out

# 19-inch rack mountable size

+ Standard DMX512 signal control with isolater

* 24xchannelsliders, 6x Group sliders, 1x Master slider

* Page A/B switch to support 48 channels control

+ Upto4 units series connection, Max 192 channels control
+ Support flash control buttons for each slider

+ 5-pin XLR DMXin and loop out

+ 1x USB-A power output

+ PowerCON AC 88-256V wide input and loop out

# 19-inch rack mountable size

+ Standard DMX512 signal control with isolater

* 48xchannelsliders, 12x Group sliders, 1x Master slider
+ Page A/B switch to support 96 channels control

* Page A/B/C switch to support 36 groups control

+ Support flash control buttons for each slider

+ 5-pin XLR DMXin and loop out

+ 2xUSB-A power output

+ PowerCON AC 88-256V wide input and loop out

RadioLux

Professional Wireless DMX

Break free from DMX cables, Reliable wireless DMX tech,
Instantaneous response, will never lose connection.

MXIN E
<_|

USB Power

= RadioLux
Studio Light RxY

to DMX console

)MX IN g

Studio Light

Loop for

Any DMX Console

DMX OUT

cable connection

USB Power

RadioLux
Rx®

existing

L g

L g

L g

*

to DMX lights

)MX IN E

Studio Light

USB Power

RadioLux
Rx®

915MHz Licence Free Wireless

Ultra-stable DMX512

transmission

500 meters, < 0.03s latency

Unlimited numbers of Rx linkable



3 X3 Ceiling Rail System

GA-CR3009

The professional studio lighting ceiling install solution, 3X3 meters rails to install up to 9 studio lights,
smooth overhead movements, saving floor space and ensuring a flexible, efficient, and clutter-free

studio setup.

Including

Ceiling Fix Plate

Double Rail Pulley

Light Pulley

Pantograph Adaptor

Cable Pulley

3 meters

A

Fixed
Rail il

Moving
Rail

<«

Fixed

~F 1 9% Lights
“4"| Positions

Moving
Rail B
<«

Rail@ -m—p

‘

3 meters

Accessory

GA-DG75

75kg Load Studio Light Hook

GA-PT20P/30P

Precise Positioning Pantograph

+ Aluminum alloy hook for studio lights
« Strong 75kg load

« 30-51mm Diameter Truss Fit

« Jagged indentation to enhance friction
« Screw bolt and M8 nut connection

« Connect with studio light directly

« Connectwith pantograph

¢ Aluminum alloy heavy duty material
¢ Strong23kg load

* Spring counter balance adjust

* Stayin any position with precision
¢ Provide cable organizer on rear side
* Connect with hook by screw bolt

¢ Connect with studio light by screw bolt

M GA-PT20P 0.5m - 2m, 7 sections

M GA-PT30P 0.6m - 3m, 9 sections

GA-PT20E/30E

DMX Motorized Pantograph

¢ Aluminum alloy heavy duty material
¢ Strong 30kg load

* DMX motorized stretch control

* 10cm per second moving speed

* 5-pin DMXin & loop out

* SpeakON AC power in & loop out

¢ Connect with hook by screw bolt

¢ Connect with studio light by screw bolt

M GA-PT20E 0.5m - 2m, 7 sections



