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PORTABLE &
VERSATILE
WORKSITE SPEAKER

ROBUST AND SOLID
SHOCKPROOF    
WATERPROOF  IPX3
DUSTPROOF 

BLUETOOTH CONNECTION DISTANCE

SUPPORT
BLUETOOTH / AUX / EQ 

POWER 
BANK 
FUNCTION

DC INTERFACE 
FOR POWER 
SUPPLY

360-DEGREE 
ALUMINUM ALLOY 
ANTI-ROLL BODY Bluetooth

10-15meters

40W
18V/100V-240V WORKSITE 

SPEAKER

Robust Design & Special Features

Strong Solid
Aluminium
Alloy Handle    

EQ Button High Resolution
LED Screen 

Support interface:
MAKITA/
DEWALT/
MILWAUKEE/
BOSCH   
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 SUPPORT DAB/FM
TWO EQ MODES CAN BE ADJUSTED INDEPENDENTLY

KEY FEATURES AND HIGHLIGHTS: 
•Robust and solid, shockproof, waterproof and dustproof.
Powered by 18V battery pack or power cord.
The adapter tool is powered by batteries and never 
cuts off the power supply.
360-degree aluminum alloy anti-roll body.
DAB digital radio reception, FM tuner.
High-definition LCD screen, the operation interface is 
clear at a glance.
Supply voltage 18V/100V-240V.
Support Bluetooth, AUX, EQ. 
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40W
2 x 3 INCH FULL FREQUENCY SPEAKER

2.0 CH
REMARKABLE SOUND

18V/100V-240V

Peak power: 80W Rated power: 40W
Bluetooth version: 5.3Speaker: 2 x 3 inch full frequency speaker
Charging voltage: 18V/100V-240VBluetooth connection distance: >10-15meters
Product size: 284 x 224 x 220mmSignal-to-noise ratio: ≥85dB
Frequency response: 80-20KHzLeft and right channel separation: 80dB
FM frequency band: 87.5MHz-108MHzDAB band: 174.928MHz-239.2MHz

HIGH-DEFINITION
LCD SCREEN, 
THE OPERATION
INTERFACE IS CLEAR
AT A GLANCE.  


