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FEATURES

NO DRILLING, 
NO NAILS.STABLE

REUSABLE

TIPS FO
R INST

ALL 

Clean the contact surface before 
attaching the suction cup and make 
sure the rubber pad is clean is dust 
free.

 吸附面清潔STEP1. Cleaning 

吸附前先將吸附面擦拭乾淨·吸附面不
可留有棉絮或灰塵·避免吸附後掉落。

Pushing down the lock while pressing 
on the suction cup.

STEP3. Lock  扣

確認空氣排除後·將扣板扣上·確保吸
盤吸附面為真空狀態。

Check that if it is firmly attached to 
the contact surface before use.

STEP4. Check 確認

確認吸盤牢固吸附後·始可掛物。
確認吸附面材質是否為不透氣表面。

Firmly press the suction cup to the 
contact surface 2-3 sec. to remove the 
air underneath.  

STEP2. Press

吸盤產品在吸附面時需保持平行·並確
定將空氣排出。

 壓 
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2 /

3 /

4 /



・ 請勿超過荷載重量。

・ 請勿放置貴重物品或易碎品。

・ 使用前需清潔吸附面·並保持乾燥後使
用·避免髒污影響吸附力。

・ 吸附面需大於吸盤面積·凹凸面段差請
勿超過0.4mm。

・ 建議使用2-3個月後取下·重新安裝後使
用·確保吸附牢固。

・ 橡膠墊清潔可用透明膠帶黏貼橡膠表面
清除異物·或使用清水及中性清潔易清洗
·乾燥後使用。

・ 未吸附狀態請卸除壓板·保持橡膠墊平
整。

***不可吸附於 :

水泥牆、油漆牆面、天然石材、木板、壁
紙及有裂縫或無上釉瓷磚等透氣之表面。

W
ARNING

***Suitable material :
Rough and non-breathable surface such 
as tiles, ground glasses, stainless boards, 
laminates and plastic boards etc.

***Unsuited for :
Porous surfaces such as paint walls, 
concrete walls, paint walls, natural stone, 
wood, wallpaper, and cracks or without 
glazed tiles, etc.

2. Please do not use it to hold valuable or 
fragile items.

3. Surface must be clean before attaching 
suction cup.

4. Do not attach the suction cup to the 
surface which is smaller than the rubber 
pad, uneven the rough surface over 
0.4mm.

5. Always confirm the suction cup 
attached well. (It is suggested to clean 
the attached surfaces and reset the 
suction cups every 2-3 months for more 
durable use.)

6. It can be used by adhesive tape, clean 
water, or alkalescent cleaning gel to clean 
the rubber pad, then set up the suction 
cup in dry place.

1. Do not overload.

7. Please release the lock while not 
attaching to the surface, and maintain the 
surface of the suction cup to be flat.

WATERPROOFROUGH SURFACE 
(UNDER 0.4MM)

HEAT-RESISITANCE 
TO 70°C

COLD-RESISITANCE 
TO -10°C




